Supervisor安装流程：
1. 上传supervisor的压缩包到指定目录下（渠道平台服务器的目录是：/apps），解压压缩包。
2. 进入解压后的目录，使用python setup.py build命令进行编译，再使用python setup.py install命令进行安装。
[bookmark: _GoBack]注：安装时需要用到root权限。在安装之后再将安装目录的owner变更为appuser。
3. 创建配置文件：
在解压后的目录中新建supervisor文件夹，在该文件夹中创建配置文件：echo_supervisord_conf  >  [文件夹路径]。配置文件的名称是：supervisord.conf
4. 修改配置文件：
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图中的三处修改为自己创建的目录的地址，之后启动supervisor时会将配置文件生成到该目录下。
注：新建的目录的owner需改为appuser用户。
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此处的路径与上图中的路径保持一致。
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创建conf.d目录，在该目录下创建服务的配置文件。该文件存放的就是需要管理的程序名称。在渠道平台中是微服务的所有服务。如下图：
[image: ]
5. 启动supervisor：
首先启动supervisor的服务端:
supervisord –c /apps/supervisor-3.3.1/supervisor/supervisord.conf
然后再启动supervisor的客户端，即管理进程的界面
supervisorctl –c /apps/supervisor-3.3.1/supervisor/supervisord.conf
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Comnand=java -Xns1624M -Xnx1624M -Dfile.encoding=utf-8 -jar /webapps/apps/template-service-core-

.0-SNAPSHOT.war --spring.profiles.active=prod

user-appuser
autostart=true

autorestart=true " . EqE A
Startscects RS P E e Eappuser, ZNEITRIRE
startretries=3

stdout_logfile=/webapps/log/template/stdout. log
stderr_logfile=/webapps/log/template/stderr. log

[program: chananel]
comnand=java -Xns1624M -Xnx1624M -Dfile.encoding=utf-8 -jar /webapps/apps/chananel-service-core-1.0-SNAPSHOT.war --spring.profiles.active=prod
user-appuser

autostart=true

autorestart=true

startsecs=10

startretries=3

stdout_logfile=/webapps/log/chananel/stdout . log

stderr_Logfile=/webapps/log/chananel/stderr.log
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[unix_http_server]

File=/webapps/supervisor/supervisor.sock ath to the socket file)
chnod=0700 socket file mode (de

chown=nobody:nogroup socket file uid:gid owner
usernane=appuser (default is no username (open server))
:password=appuser ; (default is no password (open server))

Linet_http_server]
port=127.6.6.1:9001
usernane=user
password=123

Isupervisord]
Logfile=/webapps/supervisor/supervisord.log €1detault sCWD/supervisord. log)
logfile maxbytes=5018 (max main logfile bytes b4 rotation:default SoMB)

Logfile_backups=10 (num of main logfile rotation backups;default 10)
Toglevel=info (log level;default info; others: debug.warn,trace)
pidfile=/webapps/supervisor/supervisord.pid ervisord pidfile;default supervisord.pid)
nodaemon=false (start in foregrou fault false)

(min. avail startup file descrip
(min. avail process descriptors;default 200) -
; (process file creation unask;default 022)
‘supervisord.conf" 143L, 8757C

inet (TCP) server disabled by default
(ip_address:port specifier, *:port for all iface)
(default is no username (open server))
(default is no password (open server))
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Isupervisorctl]
serverurl=unix:,

1 /vehapps/supervisor/supervisor sock emmalisllBL for 5 unix socket
serverurl=http://127.0.6.1:9901 ; use an http:// url to specify an inet sod -

usernane=chris should be same as http_username if set
password=123 should be same as http_password if set
prompt-nysupervisor cnd Line prompt (default “supervisor*)

history_file—/.sc_history : use readline history if available

The below sample program section shows all possible program subsection values,
create one or more ‘real’ program: sections to be able to control them under
supervisor.
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Linclude]

Linclude]
fiiles = conf.d/*.conf

The [include] section can just contain the “files* setting.
setting can list multiple Tiles (separated by whitespace or
newlines). It can also contain wildcards. The filenames are
interpreted as relative to this file. Included files *cannot
include files thenselves.

files = relxuve/dlrecwm//
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